
Help me to resurrect a BOSS BF-1 

by Pepe » 25 Apr 2017, 22:51  

My BF-1 arrived today, but it doesn't flange. Its buffer circuit seems to be fully intact. With a 12V regulated power 
supply (11.45V to be exact) it has a proper bypass signal and when I press the switch the signal becomes a bit 
weaker. I suppose that the stronger signal is the bypass, but I simply don't know for sure. This big pedal has no 

status LED. And no matter how I turn the knobs, there is not the slightest change in sound. 
 
I used an audio probe a few hours ago to see if there is effect sound somewhere in the circuit. There isn't. I suspect 
that one or two of the op-amps are dead, but you know that I can (as always) only stab in the dark without skilled 
expertise. With the audio probe I had strong signal at some legs of the op-amp with the yellow frame in the picture 
below. And the op-amp with the red frame only had signal on one side - I don't really know anymore which side that 
was. I am pretty certain it was the side that I marked with the frame. I have to do it again perhaps. And then there is 
the resistor with the blue frame. At that leg I heard swoosh-type noise and when I turned the Depth and Rate knobs 
the sound changed - so this part of the circuit seems to work as well. 
 

 
 
High-resolution picture here: http://www.pepemusic.de/pics/sbz/bf-1_02hires.jpg 
Service manual here: http://hammer.ampage.org/files/BOSS_BF-1.pdf 
 
If I turn the Resonance knob nothing happens. If I'm not totally wrong it should result in self-oscillating sounds even 
if the delay chip (the rare Reticon SAD1024) should be dead, correct? Is my guess justified that an op-amp might 
be faulty with that behaviour of the Resonance knob? 
 
Thanks in advance for your valuable help! I hope that we can fix this blue gem that is said to be one of the best 

flangers ever made.  
 



 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by fuzzbuzzfuzz » 26 Apr 2017, 08:03  

Hi Pepe, 
 
First off, a nice pedal to pick up! 
 
Caveat - Flangers seem tricky to fix!  
 
I have an almost identical problem with a Guyatone BOX series 4 knob flanger, which like your BF-1 seems to 
suffer some voltage drop (or none) across the leg of one of the chips. 
 
Anyway, do you want some cross checking of voltages with my working BF-1? If you specify an area I`ll dive in and 
measure, providing my multimeter is not dead.  
 
Best of luck! 
 

 
fuzzbuzzfuzz  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 26 Apr 2017, 08:13  

I will come back to that once I know what to do.  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by skugga » 27 Apr 2017, 06:53  

fuzzbuzzfuzz wrote: 



Anyway, do you want some cross checking of voltages with my working BF-1? If you specify an area I`ll dive in and 
measure, providing my multimeter is not dead.  

 

I was going to offer to do the same, but my multimeter is actually dead  
 
Hope you get it working, mine keeps returning to my board (usually in the loop of one of Laurie's TLMs) it's a great 
sounding flanger. 
 

 
skugga  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 27 Apr 2017, 09:18  

I can help with this, if you can wait for about a month...? I am currently out of the country and busy every day. 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 27 Apr 2017, 10:58  

Take all the time you need, my friend! I'm not in a hurry. As I said in the other thread I bought this pedal for myself 

and not for a profitable $AL€. And since I wanted this pedal for years, I can wait another few weeks.  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by cctsim » 27 Apr 2017, 17:38  

Start by checking with your audio probe that you have signal at the following points in the circuit: 
 
IC1 at pin 5 
IC1 at pin 7 



 
IC1 at pin 2 
IC1 at pin 1 
IC1 is on the top right corner of the photo. 
 
IC5 at pin 15 
IC5 at pin 5 and 6 
IC5 is the RETICON SAD1024A 
 
Report back your findings. 
 
cctsim  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 28 Apr 2017, 00:52  

Thanks a lot, cctsim!  I will try it later that day. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 28 Apr 2017, 20:16  

Okay, here are the results! 
 
IC1 at pin 5 -> OK 
IC1 at pin 7 -> OK 
(pin 6 has signal as well) 
 
IC1 at pin 2 -> no signal 
IC1 at pin 1 -> OK 
 
IC5 at pin 15 -> OK 
IC5 at pin 5 and 6 -> no signal 
 

 
Pepe  

 

 

 



Re: Help me to resurrect a BOSS BF-1 

by cctsim » 28 Apr 2017, 20:32  

Pepe wrote: 
Okay, here are the results! 
 
IC1 at pin 2 -> no signal 
IC1 at pin 1 -> OK  

 
This is very strange. It means that you have signal at the output of the opamp without an input signal. Can you 
double check if you have signal left and right of the 150k resistor (Brown Green Yellow rings). It is also worth 
reheating the solder points with fresh solder. 
 

 
 
cctsim  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 28 Apr 2017, 22:03  

There's only signal on the side with the golden ring of the resistor. I used the audio probe directly at the legs of the 
op-amp, not at the solder joint on the other side of the circuit board. 
 
EDIT: I renewed the solder points with new solder and the behaviour is still the same. Whenever I touch pin 2, 3 or 
4 of IC 1 with the audio probe, it only does a silent "plop" as if it gets some voltage from an electrolytic capacitor. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 29 Apr 2017, 08:17  

Oh excellent! cctsim is on this one. Good luck with the fix! 
 

 
Laurie  



Re: Help me to resurrect a BOSS BF-1 

by Laurie » 29 Apr 2017, 08:23  

Just looking at the thread... With IC1a wired in inverting mode like this, isn't pin 2 a "virtual ground" ? So there won't 
be detectable signal there...? 
 
I think if there is signal at pin 1 then it's all good - keep searching? 
 
Is there signal at IC2 pin7? 
 
Maybe the trimpot VR2 has been moved from factory setting? This would upset the Reticon chip (which is the 
BBD/delay chip) and flanging might stop. 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 29 Apr 2017, 08:36  

Looking again at the circuit... if there is no signal at IC2 pin7, and no signal at IC2 pin1, then I suspect all of the 
output will be coming through the 22k resistor across Q5. 
 
With the already tested no output on IC5 pin 7, I'm going to go out on a limb and say the delayed signal path isn't 
passing signal. Which will mean either the balance on the reticon chip is messed up (as mentioned above), or the 
reticon chip has failed (nasty - they are unobtainium), or the clock drive circuit for the reticon has failed and the 
signal isn't being clocked through the reticon. 
 
Check IC2 as requested above and let us know what you find. 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 29 Apr 2017, 11:24  

Laurie wrote: 
... or the reticon chip has failed (nasty - they are unobtainium) ... 

 

I hope not!  I will test IC 2 at home tonight. Thanks for your suggestions!  
 
EDIT: just to clarify - IC 2 is the one in the middle of the other two 4558s, correct? 
 



 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by cctsim » 29 Apr 2017, 17:50  

Laurie wrote: 
Just looking at the thread... With IC1a wired in inverting mode like this, isn't pin 2 a "virtual ground" ? So there won't 
be detectable signal there...?  

 
True and well spotted !! 
 
If there is signal at pins 7 and 1 IC1 is working properly. 
 
cctsim  

 

Re: Help me to resurrect a BOSS BF-1 

by cctsim » 29 Apr 2017, 18:34  

I'd check next the clock signal at pin 1 of IC6, (check point A). Unfortunately, you will need an oscilloscope for this. 
With Manual at min you should be getting a 40kHz signal (2.5 us period), unless somebody the previous owner has 
played with VR1 or IC6 is faulty. 
 
cctsim  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 29 Apr 2017, 19:20  

Well, I won't have an oscilloscope at hand in the next days. As I wrote in my first post I was able to hear swooshing 
noise at the resistor in the upper left of my picture. 
 
Now which one is IC 2? Is it the one I assumed to be it? It's a bit annoying that this old circuit board has no 

component labels on it and that the service manual is not in higher resolution.  
 

 
Pepe  

 

 



Re: Help me to resurrect a BOSS BF-1 

by Laurie » 29 Apr 2017, 21:41  

Let's not worry about the scope just yet... 
 
IC2 is the one that the purple wire runs above in the pic. 
 
Unrelated to IC2... and just for my curiosity... The trimpot next to where the orange wire connects to the switch... It's 
hard to tell from the pic... but has it been tweaked? Is the wax seal broken? Same question for the trimpot above 
and to the right of the reticon? 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 29 Apr 2017, 22:30  

Okay, there's no signal whatsoever at IC 2. I cannot detect anything there with the audio probe. 
 
And the trimpots seem to be in factory setting. I cannot move them with light force. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 30 Apr 2017, 00:05  

Nothing on IC2 and nothing on the output of the reticon. 
 
So. 
 
Either the clock for the reticon has failed, or the reticon has failed. 
 
To check the clock you will really need a scope... 
 

 
Laurie  



Re: Help me to resurrect a BOSS BF-1 

by Pepe » 30 Apr 2017, 00:16  

Okay, maybe I can test it in our church tomorrow (we have a Repair Café with equipment there). What will I have to 
do except for what cctsim already pointed out? 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 30 Apr 2017, 00:25  

There should be a clock signal on pin 3 and and pin 8 of the reticon. It will be a square(ish) wave likely in the 20kHz 
to 50kHz range. 
 
If you find it, check that it varies with the Depth and Rate controls. 
 
But before you do any of that... ensure all the wires to the Depth, Rate and Manual pots are connected - make sure 
none of them are broken. Also check the pots. Without power to the pedal, put a meter on the pots and make sure 
they are working. 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 30 Apr 2017, 01:00  

The wires are okay and the potentiometers are okay as well, I think, but the Manual pot behaves differently from 
the others. When I check leg 1 against leg 2 (or 3 against 2) it goes from 0.00 to 12.0 and back to almost 0.00 - 
should it be that way? 
 

 
Pepe  
 
 

 



Re: Help me to resurrect a BOSS BF-1 

by Laurie » 30 Apr 2017, 05:31  

Not sure - but if it is changing and the wires are OK, then it is likely OK. 
 
Time to check the clock with a scope. 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Dirk » 30 Apr 2017, 12:51  

Maybe not unobtainably, but rather very expensive...!!  
 
http://www.ebay.nl/itm/Reticon-SAD-1024A-Dual-Analog-Delay-Chip-BBD-IC-NOS-SAD1024A-Vintage-EHX-
Flanger-/292078158503?hash=item44013702a7:g:szAAAOSwcLxYDc1B 

 
Dirk  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 30 Apr 2017, 13:45  

Okay, together with a skilled friend (scope-wise) I checked pin 1 of IC6 and pins 3 and 8 of the Reticon chip. Every 
result was fine and the Manual, Depth and Rate caused a normal signal. 
 

Then the Reticon is faulty, right?  
 

 
Pepe  

 

 

 



Re: Help me to resurrect a BOSS BF-1 

by Laurie » 30 Apr 2017, 18:42  

When you say a normal signal do you mean the clock varied as expected when changing the knobs? 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 30 Apr 2017, 19:05  

Yes, that's what I wanted to say. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 30 Apr 2017, 19:25  

OK... now it gets tricky. 
 
If the clock is OK, plus there is signal on the input of the reticon, plus there is no signal on the output of the 
reticon... then one of these is true: 
 
- There is a problem with a component around the reticon. I have no idea how to test for that because the reticon is 
so rare I've never needed to probe around one... 
 
- There is a problem with the board around the reticon - a crack in a solder joint or something.  
 
- The reticon is dead. I have no idea how to test it, other than buying a new one and seeing if a replacement works.  
 
- The bias has drifted. Tweak the bias trimpot and see if that fixes it. At this point perhaps you have very little to 
lose by trying? 
 

 
Laurie  

 



Re: Help me to resurrect a BOSS BF-1 

by Pepe » 30 Apr 2017, 21:07  

Laurie wrote: 
- There is a problem with a component around the reticon. I have no idea how to test for that because the reticon is 
so rare I've never needed to probe around one... 

 
You know that I'm a blind mole when it comes to reading and understanding schematics, but to me it seems like 
there is not much built around the Reticon chip that's prone to failing. We have already examined IC6 and the pins 
3 and 8 of the Reticon chip and they are okay. The BBD bias trimpot is an option, but noone has messed around 
with it. And there is no electrolytic capacitor in the near that might have gone bad, except maybe for the one before 
VR3 (mixing balance), but that doesn't matter since there's nothing coming out of pins 5 and 6 of the Reticon chip - 
and pin 15 gets a strong signal, so the transistor Q1 seems to be intact as well, right? 
 

Laurie wrote: 
- There is a problem with the board around the reticon - a crack in a solder joint or something. 

 
I haven't traced everything, but so far I haven't found something that leads in this direction. 
 

Laurie wrote: 
- The reticon is dead. I have no idea how to test it, other than buying a new one and seeing if a replacement works. 

 
Thanks God for the pedal tour. Charmonder is going to bid on a NOS (still in original package) Reticon chip that is 
offered at eBay/USA. The starting bid (already placed by someone) is 28$. I hope it won't be too expensive in the 
end. And since charmonder is going to send a pedal to Dirk, he can put it in the box (in case he wins the auction) 
and the chip will at least arrive safely in the Netherlands - and Dirk can send it on to me. I hope that we can grab 
this chip for a reasonable price. 
 
Since my KORG Trident synthesizer also has a flanger circuit with exactly this Reticon chip, it will be good to have 
a replacement part in case that the chip should NOT be the culprit in the BF-1. But I don't like desoldering the 
synth's chip to try it with the BF-1. 
 

Laurie wrote: 
- The bias has drifted. Tweak the bias trimpot and see if that fixes it. At this point perhaps you have very little to 
lose by trying? 

 
Well, how much BBD bias drifting can be caused by component drifting? Keeping in mind that the clock has perfect 
40kHz oscillation after all these years with the sealed trimpot, how big are my chances that the BF-1 will wake up 
after turning this trimpot? I can try it, but how much trouble will it cause to turn it back to the proper value again if 
it's the Reticon that's dead? And again, this is leading to the chip's pin 15 and with the audio probe I get a proper 
signal. Should this one be even stronger perhaps? 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 01 May 2017, 05:50  

If it was mine... I'd carefully mark the trimpot and try moving it. It's probably unlikely that it will fix it, but you never 
know. 
 
The clock circuit is digital - not prone to drift. The reticon is a BBD (analogue), so may drift. I don't know, but I'd 
definitely try it if it was mine. 



 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 01 May 2017, 09:25  

Laurie wrote: 
If it was mine... I'd carefully mark the trimpot and try moving it. 

 

Okay, I will try it later in the evening.  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 01 May 2017, 10:37  

Okay, I tried it just now, because my little daughter is asleep. There is only a silent plop sound every time I move 
trimpot back into the original setting. And I tried it with different flanger settings while moving the trimpot, but apart 
from the plop sound nothing else can be heard. No change in sound, no resonance, no flanging whatsoever. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Dirk » 01 May 2017, 17:22  

Pepe wrote: 
and Dirk can send it on to me.  

 

 Say what??!!! 
 

 No problemo, anything I can do to help, mein freund.  
 



 
Dirk  

 

Re: Help me to resurrect a BOSS BF-1 

by Laurie » 01 May 2017, 20:10  

Ok. So the reticon is the next suspect. I would recommend putting in a socket when you desolder the old one. 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 01 May 2017, 20:31  

Laurie wrote: 
I would recommend putting in a socket when you desolder the old one. 

 

 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by charmonder » 02 May 2017, 03:19  

Dirk wrote: 

 Say what??!!! 
 

 No problemo, anything I can do to help, mein freund.  

 
Oops, I thought I sent you a PM about this! 
 



 
charmonder  

 

Re: Help me to resurrect a BOSS BF-1 

by Dirk » 02 May 2017, 07:34  

No, but that's okay. We send stuff back and forth between Germany and the Netherlands all the time.  
 

 
Dirk  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 05 May 2017, 07:47  

Well, the chip went for 57$ and sadly charmonder was only the second highest bidder. So no Reticon replacement 

chip for me in the next weeks.  
 

Thanks for trying, charmonder!  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by BearBoy » 05 May 2017, 12:14  

Don't know what your budget for this is Pepe but is this the correct chip: 
 
http://www.ebay.co.uk/itm/1-Stuck-SAD10 ... Sw4GVYHNg4 
 

 
BearBoy  



Re: Help me to resurrect a BOSS BF-1 

by Pepe » 05 May 2017, 12:43  

I talked with the seller and he didn't accept my offer to take 60 EUR as he did in his previous SAD1024A auctions 

of the last months. I don't want to spend more money for the Reticon IC than for the pedal itself.  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Dirk » 06 May 2017, 09:10  

What a complete rip-off! 
 
Another idea would be to find an old, broken piece of equipment and salvage the chip from that. 
 

 
Dirk  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 06 May 2017, 14:49  

I'm sure those old and broken units are almost always broken because of a failed Reticon IC.  This one has been 
used in early Electric Mistresses and some other flanger/chorus pedals. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by cctsim » 10 May 2017, 01:28  

Another alternative is to construct a small board with a MN3207 which costs €2,68 at 
 
http://www.banzaimusic.com/MN3207.html 
 
and connect it to the right pads on the PCB. I am sure it will work. 



 
If you want to spend a bit more you can buy the equivalent coolaudio chip for €4,91  
 
https://www.banzaimusic.com/Coolaudio-V3207.html 
 
which is apparently low-noise too and Boss is using it now in CE-2W. 
 

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 11 May 2017, 22:43  

Thanks for that idea, cctsim! I really hope that I can find the original chip for the right price one day. If it turns out to 
be a tough task, I can still proceed this way. Or I can try to buy another Reticon-equipped model of that era (as Dirk 
suggested), take the chip out and put it in the BF-1 and replace the missing chip in the other model with the 
MN3207 to keep it functional. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 23 May 2017, 18:00  

A Reticon SAD1024A just popped up at eBay! I bought it for 55 EUR including shipping. It's a tested unit and it 

comes from Hamburg.  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by BearBoy » 23 May 2017, 18:09  

 
 

 
BearBoy  



 

Re: Help me to resurrect a BOSS BF-1 

by Dirk » 24 May 2017, 17:47  

 Ditto 
 

 
Dirk  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 27 May 2017, 22:56  

Instant success!  
 
The BF-1 is alive again. Sounds really cool, still have to try it through my amp, since it was 11pm when I repaired it. 

More tomorrow!  
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by BearBoy » 27 May 2017, 23:21  

Great news Pepe  
 

 
BearBoy  

 

 

 



Re: Help me to resurrect a BOSS BF-1 

by Laurie » 28 May 2017, 03:06  

Ahhh..... yeeeesssssss.... ITS ALIVE!!!! 
 

 
Laurie  

 

Re: Help me to resurrect a BOSS BF-1 

by Dirk » 28 May 2017, 10:02  

Well done, my friend!  
 

 
Dirk  

 

Re: Help me to resurrect a BOSS BF-1 

by skugga » 28 May 2017, 12:27  

Great news Pepe! 
 

 
skugga  

 

Re: Help me to resurrect a BOSS BF-1 

by Franzoni » 28 May 2017, 20:08  

Nice one Pepe.....from looking at youtube demos those old flangers have a great sound ..... ....... 

 
 



 
Franzoni  

 

Re: Help me to resurrect a BOSS BF-1 

by Gasgano » 29 May 2017, 13:55  

Good job!  
 

 
Gasgano  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 30 May 2017, 13:17  

Sorry for the lag! And first of all a big THANK YOU to Laurie and cctsim for helping me finding out why the BF-1 

was faulty.  
 
In the end it was indeed the rare and expensive Reticon BBD chip. This weekend I finally received a tested and 
working replacement chip that I then placed in a precision socket: 
 

 
 



My first impression of the flanger's sound was very mixed. On the one side it has exactly the same flavour as my 
KORG Trident's flanger effect (with the same Reticon chip), which I hoped for, but on the other side I noticed a 
strong volume drop. But fortunately there is an internal trimpot for the mixing balance and on sunday I calibrated 

the volume and now it works as it should.  
 
And I had to calibrate the feedback behaviour, because there was already self-oscillation with the resonance knob 
below the noon position. I had to turn the trimpot to the minimum position to make it work better, but in certain 
settings it's still a stronger resonance effect than recommended in the service manual. Well, maybe that's due to 

component drift? I like it that way, though. Sounds a bit like a theremin.  
 
The speed of the rate control is said to be 100 milliseconds in maximum position and 20 seconds in minimum 
position. I measured 110 milliseconds and 18 seconds. Component drift again, or is it within the normal tolerances 
of the used electronic parts? 
 
Overall I wasn't too surprised or overwhelmed by the overall sound of this 40-year-old beauty. But only, because I 
knew this sound before (-> KORG Trident). It is just the sound I was expecting to hear, so I'm not disappointed at 
all. Nevertheless it's a strange feeling if you try out a pedal for the first time and it feels like you have always known 

this sound. To sum it up: this is definitely a cool pedal!  
 
 
What I really like beside the actual pedal is the old user's manual that is very spot-on. I have heard of people who 
have some trouble understanding what the Manual and Depth knobs of a flanger do and in this manual it is 
explained in the best possible way: 
 

 
 
If you read this user's manual you know that the BF-1 flanger is a very short-timed delay (0.5 - 16 milliseconds) and 
that the time is controlled by the Manual knob. This delay becomes modulated ("sweep range") around the manual 
setting. Depth defines the "sweep range" (wider/narrower) and they also thought of mentioning that the manual 
knob has no influence anymore with depth in maximum posotion. I think that's really cool for a manual written in the 
late '70s. 
 



 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Pepe » 31 May 2017, 11:27  

Yesterday I also tried out how the BF-1 sounds with 9V power only instead of 12V. It has way less effect depth and 
also less resonance with almost no possible self-oscillation. Not even half the fun! 
 
And I tried out the five suggested settings in the user's manual. These are actually quite useful. Sometimes I don't 
get what the BOSS people had in mind with their setting suggestions, but the BF-1's manual turned out to be useful 
through and through. 
 

 
Pepe  

 

Re: Help me to resurrect a BOSS BF-1 

by Gasgano » 31 May 2017, 14:10  

Pepe wrote: 
Sometimes I don't get what the BOSS people had in mind with their setting suggestions, [...] 

 
So right. The BF-3 "Chorus" setting for bass sounds nothing like chorus. 
 

 
Gasgano  


